
F Solution
SURTEC’s 2013FA-FMAH1F CAT 6A FTP 180° Angled Keystone Jack is specially 
designed for efficient Data Center applications. With its angled front opening, the patch 
cords can be easily managed with no extra horizontal cable management needed. 
Compatible with SURTEC’s F Tool, the installation time is also quick and efficent. 

Features :
1. CAT 6A FTP 180° angled keystone jack
2. Compatible with CAT 6A component performance 
    (ISO/IEC 11801)
3. Compitable with SURTEC’s F tool
4. UL 1863 safety listed 

Applications :
1. For Ethernet CAT 6A FTP Solutions
2. Compatible with SURTEC faceplates  
3. Compatible with SURTEC FTP angled snap-in patch panels 
    (SURTEC P/N:2022KA series)

2013FA-FMAH1F
CAT 6A FTP 180° Angled Keystone Jack

**CAT �������������������     ��������5e and CAT 6 jack available

Ordering Information

Item(s) / Polybag Items/Inner box Items/Outer box
1 70 280

Color Zinc-alloy

 CAT 6A              Bandwidth         NEXT          FEXT        Attenuation    Return Loss 

 2013FA-FMAH1F   (dB) at 500MHz          >37              >29.1               <0.45                    >14

2013FA-FMAH1F Angled Keystone Jack
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ISO/IEC 11801 Connecting Hardware Performance Requirements
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